Key features

Compact, lightweight, inflatable catamaran that is
easily deployed from and recovered on to ships at
sea.

Operates beyond visual range to provide realistic
FIAC representative attack profiles and defence
training.

Simple operation through lightweight, self-
contained control station.

Simple, half-duplex (single frequency, two-way)
command and telemetry link.

Standard mixed throttle endurance in excess of 90
minutes (standard fuel tank) 3 hours (optional)

Description

The offered system is based on a surf rescue boat with a
proven performance pedigree. The boat is an inflatable
catamaran design powered by an outboard motor. The
design which has CE certification, has been chosen as it
has a low weight of approximately 75 Kg and packs into a
relatively small size of approximately 2 metres x 1 metre x
1 metre.

The suggested 40hp engine gives a maximum speed in
excess of 30 knots. The vessel is regularly operated in
seas of sea state 5.

A choice of outboard engines are offered, both with a
power output of approximately 40 bhp. One is a two stroke
petrol unit whilst the other is a multi-fuel engine able to
operate on F44 (JP5), F67 (petrol) or F76 (NATO diesel)
fuels.

The entire Sprite system has been designed to allow its
operation by personnel with little or no training. A great
deal of automatic functionality and checking has been
incorporated into the autonomous operation system
including the facility to allow the operator to select mission
profiles from a menu of pre-loaded options. The system
has a number of built in limits to prevent the operator from
accidental miss-control of the boat. These include
preventing the boat from accelerating too fast and flipping,
turning the boat too tightly at speed and rolling it or losing
directional control.

In addition to the sale of systems for operation by the
users own personnel, Meggitt Defence System has
systems and personnel available to provide a target
service at most locations around the world.



